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SECTION 10425 
 

SIGNS 
 

PART 1 - GENERAL 
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Panel signs. 
2. Dimensional letters and numbers. 

 
1.2 SUBMITTALS 

 
A. Product Data:  Submit product data for each type of sign specified, including details of 

construction relative to materials, dimensions, profiles, and finishes. 
 

B. Shop Drawings: 
1. Submit shop drawings covering fabrication, installation and finish of specified systems. 
2. Include following: 

a. Fully dimensioned plans and elevations with detail coordination keys. 
b. Locations of exposed fasteners and joints. 
c. Message list for each sign required, including large-scale details of wording and 

lettering layout. 
3. Templates:  Furnish full-size spacing templates for individually mounted dimensional 

letters and numbers. 
 

C. Samples: 
1. Cast Acrylic Sheet and Plastic Laminate:  Panel 8 inch square minimum for each 

material, color, texture, and pattern required. Include sample of graphic image process 
required, showing graphic style, and colors and finishes of letters, numbers, and other 
graphic devices. 

2. Aluminum:  Each finish type and color, on 6 inch long sections of extrusions and not less 
than 4-inch squares of sheet or plate.  Where finishes involve normal color and texture 
variations, include sample sets showing full range of variations expected. 

3. Dimensional Letters:  Full-size representative samples of each dimensional letter type 
required, showing letter style, color, and material finish and method of attachment. 

 
1.3 QUALITY ASSURANCE 
 

A. Single-Source Responsibility:  For each separate sign type required, obtain signs from one 
source of a single manufacturer. 

 
PART 2 - PRODUCTS 
 
2.1 MANUFACTURERS 
 

A. Acceptable Manufacturers 
1. Andco Industries Corporation, Greensboro, NC. 
2. ASI Sign Systems, Inc., Dallas, TX. 
3. Poblocki and Sons Company, West Allis, WI. 
4. Vomar Products, Inc., Van Nuys, CA. 

 
2.2 MATERIALS 

 
A. Cast Acrylic Sheet:  Methyl methacrylate monomer plastic sheet, in sizes, and thicknesses 

indicated with a minimum flexural strength of 16,000 psi when tested according to ASTM 
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D 790, with a minimum allowable continuous service temperature of 176 degrees F, and of  
following general type: 
1. Transparent Sheet:  Colorless sheet in matte finish, with light transmittance of 

92 percent, when tested according to  requirements of ASTM D1003. 
2. White Translucent Sheet:  White translucent sheet of density required to produce 

uniform brightness and minimum halation effects. 
3. Opaque Sheet:  Colored opaque acrylic sheet. 

 
B. Plastic Laminate:  High-pressure plastic laminate engraving stock with face and core plies in 

contrasting colors, in finishes and color combinations indicated.  
 

C. Aluminum Sheet:  Sheet of alloy and temper recommended by  sign manufacturer for type of 
use and finish indicated, and with not less than  strength and durability properties specified in 
ASTM B209 for 5005-H15. 

 
D. Aluminum Extrusions:  Extrusions of alloy and temper recommended by sign manufacturer for 

type of use and finish indicated, and with not less than strength and durability properties 
specified in ASTM B221 for 6063-T5. 

 
E. Aluminum Castings:  Castings of alloy and temper recommended by sign manufacturer for 

casting process used and for  use and finish indicated. 
 

F. Bronze Castings:  Castings, copper alloy UNS C83600, complying with requirements of ASTM 
B584. 

 
G. Vinyl Film:  Opaque nonreflective vinyl film, 0.0035-inch minimum thickness, with pressure-

sensitive adhesive backing, suitable for exterior and interior applications. 
 

H. ABS Plastic:  High-impact thermoplastic composed of copolymers of acrylonitrile, butadiene, 
and styrene. 

 
I. Fasteners:  Use concealed fasteners fabricated from metals that are not corrosive to sign 

material and mounting surface. 
 

J. Anchors and Inserts:  Nonferrous metal or hot-dipped galvanized anchors and inserts for 
exterior installations; toothed steel or lead expansion bolt devices for drilled-in-place anchors. 

 
K. Colored Coatings for Acrylic Plastic Sheet:  Colored coatings, including inks and paints for 

copy and background colors; recommended by acrylic manufacturers for optimum adherence 
to acrylic surface, and nonfading for application intended. 

 
2.3 PANEL SIGNS 
 

A. Produce smooth, even, level sign panel surfaces, constructed to remain flat under installed 
conditions. 

 
B. Unframed Panel Signs:  Fabricate signs with edges mechanically and smoothly finished to 

conform with following requirements: 
1. Edge Condition:  Square cut. 
2. Edge Color for Plastic Laminate:  Edge color same as copy. 
3. Corner Condition:  Square corners. 

 
C. Laminated Sign Panels:  Permanently laminate face panels to backing sheets using 

manufacturer's standard process. 
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D. Graphic Content and Style:  Sign copy that complies with  requirements indicated for size, 
style, spacing, content, position, material, finishes, and colors of letters, numbers, and other 
graphic devices. 

 
E. Subsurface Copy:  Apply copy to back face of clear acrylic sheet forming panel face by process 

indicated to produce precisely formed opaque images free from rough edges. 
1. Use reverse silk-screen process to print copy; overspray copy with an opaque 

background color coating. 
2. Use Dupont Chromalin heat- and pressure-laminated photopolymer film system to form 

copy and background color. 
a. Manufacturer has option of selecting either process indicated above, or using 

subsurface engraving process, as appropriate to copy form and economics of 
production. 

 
F. Raised Copy:  Machine-cut copy characters from matte-finished opaque acrylic sheet and 

chemically weld onto  acrylic sheet forming sign panel face.  Produce precisely formed 
characters with square cut edges free from burrs and cut marks. 
1. Panel Material:  Matte-finished opaque acrylic sheet. 
2. Raised Copy Thickness:  Not less than 1/32 inch. 

 
G. Applied Copy:  Die-cut characters from vinyl film with pressure-sensitive adhesive backing.  

Apply copy to  exposed face of  sign panel. 
1. Panel Material:  Matte-finished opaque acrylic sheet. 

 
H. Quantity:  As indicated on Drawings. 

 
2.4 DIMENSIONAL LETTERS AND NUMBERS 

 
A. Cast Letters and Numbers:  Form individual letters and numbers by casting.  Produce 

characters with smooth, flat faces, sharp corners, and precisely formed lines and profiles, free 
from pits, scale, sand holes, or other defects.  Cast lugs into back of characters and tap to 
receive threaded mounting studs.  Comply with requirements indicated for finish, style, and 
size. 
1. Metal:  Aluminum. 
2. Letter Height:  As indicated on Drawings. 
3. Letter Style:  As indicated on Drawings. 
4. Finish:  Baked Enamel by letter manufacture. 
5. Color(s):  As selected by Architect from manufactures full range 

 
2.5 FINISHES 
 

A. Metal Finishes:  Comply with NAAMM "Metal Finishes Manual" for finish designations and 
applications recommendations. 

 
B. Aluminum Finishes:  Custom finish to match Architect’s sample. 

 
 
PART 3 - EXECUTION 
 
3.1 EXAMINATION 

 
A. Examine conditions and proceed with work. 

 
B. Verify items including anchor inserts, and electrical power, provided by other Sections of Work 

are properly sized and located. 
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C. Examine supporting members to ensure surfaces are at proper elevation and are free from dirt 
or other deleterious matter. 

 
3.2 INSTALLATION 
 

A. General:  Locate sign units and accessories where indicated, using mounting methods of type 
described and in compliance with manufacturer's instructions. 
1. Install signs level, plumb, and at height indicated, with sign surfaces free from distortion 

or other defects in appearance. 
 

B. Wall-Mounted Panel Signs:  Attach panel signs to wall surfaces using methods indicated 
below: 
1. Vinyl-Tape Mounting:  Use double-sided foam tape to mount signs to smooth, 

nonporous surfaces.  Do not use this method for vinyl-covered or rough surfaces. 
2. Silicone-Adhesive Mounting:  Use liquid silicone adhesive recommended by sign 

manufacturer to attach sign units to irregular, porous, or vinyl-covered surfaces.  Use 
double-sided vinyl tape where recommended by sign manufacturer to hold sign in place 
until adhesive has fully cured. 

3. Shim Plate Mounting:  Provide 1/8-inch-thick concealed aluminum shim plates with 
predrilled and countersunk holes, at locations indicated, and where other mounting 
methods are not practicable.  Attach plate with fasteners and anchors suitable for secure 
attachment to substrate.  Attach panel sign units to plate using method specified above. 

 
C. Dimensional Letters and Numbers:  Mount letters and numbers using standard fastening 

methods recommended by manufacturer for letter form, type of mounting, wall construction, 
and condition of exposure indicated.  Provide heavy paper template to establish letter spacing 
and to locate holes for fasteners. 
1. Projected Mounting:  Mount letters at projection distance of 1/2 inch from wall surface 

indicated. 
 
 
3.3 CLEANING AND PROTECTION 
 

A. After installation, clean soiled sign surfaces according to manufacturer's instructions.  Protect 
units from damage until acceptance by Owner. 

 
 

END OF SECTION 
 


